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Tailgate Security Grilles
Thank you for purchasing our tailgate security 

Firstly place masking tape around the 
paintwork on the inner window recesses 
in your rear door. This will protect the 
paint while you are mounting the grilles. 

Next offer the grilles up to your tailgate, 
this will help you decide how much the 
tabs need bending. 

Using pliers, bend the tabs along the 
perforation so they are at the correct angle 
to fit into the recess.

The grille is handed left and right, make 
suer you bend the mounting tabs in the 
correct direction as you may weaken them 
by re-bending.

Finally position the grille in the correct 
place and using a hole punch or marker 
pen, mark where the holes need to be 
drilled. 

Using a 3.2mm drill bit, drill the first hole 
then add the first screw. This will help keep 
the grille in place, making it easier for you 
to drill the rest of the holes accurately. Add 
the remaining screws loosely for now.

Once you are happy with the fit, remove 
the grille so that you can remove the tape. 
Once this is done the grille can then be 
finally mounted into position. If you have 
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5. And cut your skylight hole, 
using the OUTSIDE marks as 

6. Trial fit the funnel, if the hole 
is too small you may have to 
file it slightly until it fits. 

7. Mark the funnel to the right 
height of your skyline.

4. Drill pilot holes.

9. Apply the adhesive to the 
roof, clamp down and leave 
for at least 12 hours for the 
adhesive to set. 

10. Mark where to drill for 
coachbolt.

11. Drill hole, making sure you 
go through the roof cap and 
the tim of the old roof. 

8. Cut your funnel to its new 
height.
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At this point you will need to 
determine the height of your 
funnel. To do this you will need 
to place a straight edge across 
the bottom of your skylight and 
measure the inside distance 
between the top and bottom.  

Place your cap back on your 
roof, trial fit the funnel and 
starting from the cap measure 
up the funnel the distance of 
inside the skylight.



13. Chock your roof up with 
43cm, long pieces of wood. 
Undo the strut support

14. Undo the grub screw. 
Remove the old spring. Fit the 
new one in reverse order; 14, 
13.

Devon roof seals

12. Fit a coachbolt and 
tighten gently until firm.  
Bolt up the funnel and install 
the skylight mechanism and 
fit your new skylight.
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Having covered your old roof, 
now’s the time to consider 
replacing the seals on your 
devon roof. 

J11018 
Devon edging trim between static 
section of roof and vehicle roof.  
(sold per metre)

J11347 
Seal between static & elevating 
section of devon roof. (sold per 
metre)
J11628 
Devon rooj ‘J’ seal (full length)


