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N.B. Whilst every attempt is made to ensure that these instructions are as accurate and clear as possible, we cannot be held  
responsible for misinterpretation of these instructions or for any subsequent accident or damage caused through mis-fitted parts. 

JK Part Numbers: J11078

BEETLES 1964-1971 AND T2 BAY 1967-1979
GEAR SHIFT STOP PLATE

FITTING GUIDE

1. Place gear lever in neutral and remove rubber 
mat from cab area. 

The gearshift stop plate prevents the gearstick from accidently engaging reverse gear when trying to 
select second. The only tool you will need for this job is a 13mm spanner.

2. Undo the two bolts securing the gear lever to 
the floor.
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4. Install gearshift stop plate, ensuring the large 
upturned edge is towards the offside of the 
vehicle. Lubricate all the parts with grease before 
replacing assembly in the original position, 
making sure the gear stick ball locates in the 
shift rod cup underneath.

5. Check adjustment by placing the gear lever in 
second gear. The bottom of the lever should now 
be 90° to the cab floor. If it isn’t, you will need to 
move the plate and spacer until 90° is acheived. 
Tighten the bolts and replace the floor mat. 

3. Remove the gearlever housing carefully, 
noting the position of the gearshift stop plate 
underneath and which way round it fits. This can 
also then be removed. Remove the gearknob 
and gear lever housing/boot from lever. Clean all 
the components.
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